
SHAKTI
THE POWER OF INNOVATION, EFFICIENCY & TECHNOLOGY.

7.5 HP to 50 HP  | 460 VAC 
60 Hz | 3-Phase Type 2 Coordinated 

DIRECT-ON-LINE (DOL) 
MOTOR CONTROL PANEL

Best Suitable ApplicationBest Suitable Application

WATER PUMPING 
SYSTEMS

WATER & WASTEWATER
 TREATMENT

GENERAL INDUSTRIAL 
MACHINERY CONVEYOR 

Shakti Direct-On-Line Motor Control Panel 

All specifications, information, performance, and illustrations are given in good faith and are subject to change without notice due to continuous product 
development and local market requirements.

QUALITY & SAFETY

Factory Wired

100% Routine Tested

Functional Testing Before Dispatch

Finger-safe Components

Door Interlock Mechanism

Lockable Rotary Handle

Easy Service Access

SHAKTI PUMPS USA LLC.
740, Florida Central Parkway, Suite # 1008, Longwood, FL 32750, USA

Ph: 407 574 4001, 407 574 2797,

E-mail : usa@shaktipumps.com, Visit us at : www.shaktipumps.us
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Shakti Direct-On-Line Motor Control Panel Shakti Direct-On-Line Motor Control Panel 

MOTOR PROTECTION

Motor Circuit Protector (MPCB)

Thermal Overload Protection

Short Circuit Protection

Phase Loss Protection*

Phase Imbalance Protection*

Locked Rotor Protection

Ground Fault Protection (EOCR models)

Adjustable Trip Settings

Manual / Automatic Reset

Test Function

STANDARD COMPONENTS

UL certified standard components as per Type 2 co-ordination chart.

The Direct-On-Line (DOL) Motor Control Panel is designed for reliable motor starting and comprehensive protection of three-phase 
induction motors ranging from 7.5 HP to 50 HP operating at 460 VAC, 60 Hz.

PRODUCT DESCRIPTION

STANDARD FEATURES

ELECTRICAL SPECIFICATIONS

 

 

  

   

  

Parameter Speci�cation 
Starting Method Direct -On -Line (DOL)

 
Supply Voltage 460 VAC

 Frequency 60 Hz

Phase 3 Phase
  

Motor Rating 7.5 HP – 50 HP

Duty Continuous (S1)

Control Voltage 230 VAC (via Control Transformer)

Coordination Type 2 Coordination

Standards IEC 60947

APPLICATIONS

Water Pumping Systems 

Agricultural Irrigation 

Booster Pumps 

Borewell Pumps 

Industrial Pumps 

Water & Wastewater Treatment 

Compressors 

Fans & Blowers 

Conveyors 

General Industrial Machinery 

UL Listed Industrial Components

Schneider Electric Components

Direct-On-Line Starting

Factory Wired & Factory Tested

Type 2 Coordinated Design

Motor Circuit Protection

Overload Protection

Short Circuit Protection

Phase Loss Protection*

Phase Imbalance Protection*

Thermal Overload Protection

Door Mounted Rotary Operating Handle

Panel Mounted Components

Terminal Block Connections

Easy Maintenance

Compact Modular Construction

*Available with electronic overload relay.

NEMA 4X ENCLOSURE FEATURES

NEMA Type 4X rated enclosure

Suitable for indoor and outdoor installations

Corrosion-resistant construction for harsh environments

Protection against rain, splashing water and windblown dust

UV-resistant finish for outdoor durability

Continuous polyurethane door gasket for superior environmental sealing

Stainless steel external hardware and hinges

Quarter-turn lockable door latches

Smooth surface for easy cleaning

High resistance to moisture, chemicals, and corrosive atmospheres

Bottom removable gland plate for convenient cable entry

Spacious wiring compartment for easy installation and maintenance

Wall-mounted design

PRODUCT SELECTION

MATERIAL CODE NEW PANEL DESCRIPTION HP FLA (A) SFA (A) MPCB CONTACTOR RELAY

5000000636 CB6-DOL-7.5-10HP-(13-18A)-3Ø-460V60HZ 7.5-10 14.2 16.1 13-18 25 10-60

5000000637 CB6-DOL-15HP-(20-25A)-3Ø-460V60HZ 12.5 20.8 23.7 20-25 25 10-60

5000000638 CB6-DOL-20HP-(24-32A)-3Ø-460V60HZ 17.5 26.9 30.3 24-32 32 10-60

5000000639 CB6-DOL-25-30HP-(37-50A)-3Ø-460V60HZ 25-30 39.5 45.2 37-50 50 10-60

5000000640* CB6-DOL-40HP-(48-65A)-3Ø-460V60HZ 35 54.9 62.9 48-65 65 28-115

5000000641* CB6-DOL-50HP-(70-115A)-3Ø-460V60HZ 50 68.1 78.1 70-150 80 28-115


